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BMW

5-serie, 4-dr Sedan, 88-95
5-serie, 5-dr Touring, 91-96
7-serie, 4-dr Sedan, 94-01

MERCEDES

S-klasse (w126), 4-dr Sedan, 86-91

NISSAN

Bluebird, 85–
Laurel (C32), 4-dr Sedan, 85-88
Patrol GR, 5-dr SUV, 98–
Sunny (B11) (N13), 86-90
Stanza (U11), 85-89

SEAT 

Ibiza, 3-dr Hatchback, 91-92
Ibiza, 5-dr Hatchback, 91-92

TOYOTA 

Carina E, 4-dr Sedan, 92-97
Carina E, 5-dr Hatchback, 92-97
Carina E, 5-dr Estate, 92-97
Corolla Compact, 3-dr Hatchback,
93-97
Corolla Compact, 5-dr Hatchback,
93-97, 98-01
Corolla, 5-dr Estate, 93-97, 98-99
Corolla, 4-dr Sedan, 93-97, 98-99,
00-01
Paseo, 2-dr Coupé, 96–

40
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130

km/h

80

S Monteringsanvisning
GB Fitting instructions
D Montageanleitung
F Instructions de montage
NL Montage-instructies
FIN Asennusohje
E Instrucciones de montaje
I Istruzioni per il montaggio
CZ Návod na montáž

PL Instrukcja montażu

HU Szerelési utasítások
RU Инструкции�по�установке

EST Paigalduseeskirjad
SLO Navodila za pritrjevanje

Se não houver instruções no
seu idioma, entre em contato
com os funcionários do
estabelecimento para obter
informações

Αν �ι �δηγ	ες δεν εκτυπ�ν�νται
στη γλ�σσα σας, παρακαλ��με
�ητ�στε πληρ�φ�ρ	ες απ� τ�
πρ�σωπικ� τ�υ καταστ�ματ�ς.
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S Säkerhetsföreskrifter

GB Security regulations

D Sicherheits-Vorschriften

F Instructions importantes

NL Veiligheidsvoorschriften

FIN Turvallisuusmääräykset

E Reglas de seguridad

I Norme di sicurezza

CZ Návod na montáž

PL Warunki bezpieczeñstwa

PT Normas de segurança

GR Καν�νισμ�� Ασφαλε�ας

TR �������	
	������

HU Biztonsági elõírások

RU Инструкция по безопасности

HR Pravila sigurnosti

EST Ohutusnõuded

LIT Saugumo taisyklës

LAT Droðîbas noteikumi

SLO Varnostni predpisi

KOR

THAI

MAX

PRODUCT NO. : 1200PRODUCT NO. : 1200PRODUCT WEIGHTPRODUCT WEIGHT: 7 KG: 7 KG

Max. 80km/h
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BMW

5-serie, 4-dr Sedan, 88–95
5-serie, 5-dr Touring, 91–96
7-serie, 4-dr Sedan, 94–01

MERCEDES

S-klasse (w126), 4-dr Sedan, 86–91

NISSAN

Patrol GR, 5-dr SUV, 98–

02

TOYOTA 

Carina E, 4-dr Sedan, 92-97
Carina E, 5-dr Hatchback, 92–97
Carina E, 5-dr Estate, 93–97
Corolla Compact, 3-dr Hatchback,
93–97
Corolla Compact, 5-dr Hatchback,
93-97, 98-01
Corolla, 5-dr Estate, 93-97, 98-99
Corolla, 4-dr Sedan, 93–97, 98-99,
00-01
Paseo, 2-dr Coupé, 96–

NISSAN

Bluebird, 85–
Laurel (C32)
Sunny (B11) (N13), 86–90
Stanza (U11), 85–89

SEAT 

Ibiza, 3-dr Hatchback, 91–92
Ibiza, 5-dr Hatchback, 91-92
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CZ Postavte držáky nosiče do lišty – min. vzdálenost dvou rámů je 700 
mm. Držáky vytáhněte v liště co nejdále.

PL Wstawić bagażniki dachowe do rowków (przy dwóch pałąkach 
bagażowych obowiązuje min. odległość 700 mm). Nogi należy jak 
najdalej wyciągnąć do rowka.

HU Illessze a csomagtartót a tetőcsatornába (két rúd, legalább 700 mm 
távolságra egymástól), húzza a lábakat kifelé, amennyire csak lehet.

RU Поместите багажник на швеллеры (2 поперечины на расстоянии
не менее 700 мм друг от друга), вытяните опоры как можно 
дальше.
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SLO Strešni prtljažnik postavite v žleb strehe. Osnovni nogi potisnite 
navzven. Razdalja med prednjo in zadnjo palico naj bo najmanj 700
mm.


